((tgm) ((uq))))

SEE RADIO INSTALLATION
DRAWING RMIS PART NO.
500517FOR DETAILS

EV—-ANT—-F
AND

EV—ANT—KITS
(SEE OWG 2/2)

SUBMASTER
ADDRESS 1-0

~ S\ 8" BEYOND CABINET
ALL SIDES

COMPACTED
SUBGRADE (TYP)

MAXIMUM ANTENNA
CABLE LENGTH 30’

(SEE NOTE 3)

(egn))

SATELLITE
ADDRESS 3—1
(HARDWIRED)

FROM "OUT” PART
OF DX—-HW

NOTES:

RADIO COMMUNICATIONS SYSTEM SHALL BE "RAINMASTER DX-2.”

2. LOCATION AND INSTALLATION SHALL BE AS SHOWN ON THE PROJECT
PLANS AND PER MANUFACTURER'S RECOMMENDATIONS.

3. FOOTINGS FOR RADIO PEDESTAL AND ANTENNA SHALL BE CL 2 CONCRETE.

—

SUBMASTER
ADDRESS 2-0

CONCRETE FOOTINGS

SATELLITE
ADDRESS 3-2
(HARDWIRED)

CONTINUE TO CONNECT
CONTROLLERS IN A
SERIAL. CONFIGURATION,
USING EV—-CAB—-COMM.
COMMUNICATIONS CABLE.

CITY OF CLOVIS

DWG NO.

P-6

REF: STD. SPECS
SECTION 21, LANDSCAPE
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