TWO ROTATABLE

PUNCH OUT DRAIN

PHOTOCELL ASSEMBLIES —<

TRAFFIC SIGNAL HOUSING \
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HOLE WHEN MOUNTING ‘/

1 1/2" — 1" REDUCING COUPLING
W/ 1” — 3/4” REDUCING BUSHING
(APPLETON P/U BRISO—-100 &

RB 100-75) \

YEL ORN BLU BARE
NEESEEONNS
— /
—
—
(T&B 5306)

OF SIGNAL HEAD

=

oPTICOM® OPTICAL DETECTOR
(MODEL 721 SHOWN)

TERMINAL COVER REMOVED,
4 TERMINATE "138" CABLE
AS REQUIRED

3/4” GALVANIZED NIPPLE (LENGTH
AS NEEDED TO CLEAR BACK PLATE)

1 1/2" SEALING RING

(RTV TO FILL SERRATIONS)

/

SERRATED BOSS ON TOP

EMERGENCY VEHICLE DETECTOR

MOUNTING ON_ TOP

OF TRAFFIC SIGNAL UNIT

(SEE CALTRANS STANDARD DRAWING ES—4E AND
CITY STD. DRW. TS—BC FOR MAST ARM MOUNTINGS)

j\
1 1/2" CHASE NIPPLE

(T&B 846)
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